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30mm OGPA (HIGH STRENGTH OGPA ON 
RAMPS) - PMS @ 4% SBS (ON 0.5 
1/m' PRIME COAT, GR 3/5 CHIPSEAL @ 
1.8 1/m' & GR5 MEMBRANE SEAL @ 0.7 
l/m2 - PRIOR TO OGPA AT 12 MONTHS) 

----- 180mm OF COMPACTED TNZ M/4 
.--- AP40 STABILISED TO 180mm WITH 

2% CEMENT (MODIFIED) 

�,'-..>..,..----180mm OF COMPACTED WHAP65 STABILISED 
TO 180mm WITH 2% CEMENT (MODIFIED) 

·e-c--.----- 0-300mm SIL

T ������·,� SG 

MAIN ALIGNMENT & RAMPS - OGPA 

40mm SMA10 

..,.
..,

�"'"°'.,......,."7'""'7��,....';i��-- 100mm AC20 

50mm AC14 HF 

GS MEMBRANE @ 1.0 1/m' 

_______ ...__,,,....,._•_-_.";;..,?"'_-_--- 200mm WHAP65 SUBBASE STABILISED 
TO 200mm WITH 4% CEMENT 

/:/: }.\:.'."f)}t>> , .,,_...,.....-�--- 300mm SIL

SG ·. · .. , . .  :., ..... , ... :", ·.'": .. "·•. •• , ....... -i:.\•·.·,, ••. _.:\::'.\· .. 

T�\¾��\�� SG CBR � 6 

VICTORIA RD INTERCHANGE 

0.51/m' PRIME COAT ANO 
GR3 3/5 FIRST COAT SEAL 
@ 1.8 1/m' (RESEAL @ 12 
MONTHS) GR5 @ 1.0 l/m2 

360mm OF COMPACTED TNZ M/4 
MODIFIED WITH 2% CEMENT 

180mm OF COMPACTED WHAP65 STABILISED 
TO 180mm WITH 2% CEMENT (MODIFIED) 

' .. . .. :. .�:·. ··'. '·:··· :•
·

: ::• ' : . ·� • ... , ':;:': ., .. , :·· • , ,,; .•. •:. 

T �%���!=���;�:;'..1�rlD 

MAIN ALIGNMENT - CHIPSEAL & VICTORIA RD 2 

40mm OGPA - PMS @ 4% SBS 
ON 0.4 1/m' TACK COAT 

,e-+---MIN 20mm DEPTH TNZ M/10 
..... _....., __ ..__..._ _ ___. __ ,.__ DG7 PMB LEVELLING COURSE 

CONCRETE DECK TACK COAT @ 0.4 I/m' 

MAIN ALIGNMENT BRIDGE DECKS 

30mm OGPA - PMB @ 4% SBS (ON 
0.5 1/m' PRIME COAT, GR 3/5 
CHIPSEAL @ 1.8 1/m' & GR5 MEMBRANE 
SEAL @ 0.7 I/m' - PRIOR TO OGPA AT 
12 MONTHS) 

/�'7'7---180mm HILAB40 BASECOURSE 
STABILISED WITH 3% CEMENT 

��-r.�-- 200mm SUBBASE HILA865 
STABILISED WITH 3% CEMENT 

MAIN ALIGNMENT - HILAB TRIAL SECTION 

NZTA DESIGN 

NOTE: 1. THE HILAB PAVEMENT TRIAL IS TO BE CONSTRUCTED ALONG THE 
SOUTHBOUND LANES BETWEEN CHAINAGES 7800m AND 8800m. THE 
HILAB PAVEMENT TRIAL DETAILS ARE TO BE CONFIRMED BY NZTA 
PRIOR TO CONSTRUCTION 

2. THE SIL IS TO CONSIST OF A WELL GRADED SAND OR A WELL 
GRADED BLUE/BROWN ROCK . 

3. THE 180mm STABILISED WHAP65 SUBBASE IS TO CONSIST OF 
230mm OF WHAP65 STABILISED TO 180mm IF BLUE/BROWN ROCK 
SIL IS USED. ALTERNATIVELY THE 230mm OF WHAP 65 CAN BE 
MADE UP OF 180mm OF WHAP 65 & 50mm SANO. 

4. THE 200mm STABILISED WHAP65 SUBBASE IS TO CONSIST OF 
250mm OF WHAP65 STABILISED TO 200mm IF BLUE/BROWN ROCK 
SIL IS USED. ALTERNATIVELY THE 250mm OF WHAP 65 CAN BE 
MADE UP OF 200mm OF WHAP 65 & 50mm SAND. 

5. A CEMENTED SUBBASE MAY BE ADOPTED AS A CONTINGENCY 
WHERE GROUND CONDITIONS DICTATE. 

6. CEMENTED SUBBASE'S ARE TO BE PRECRACKED USING A 12 TONNE 
ROLLER IN STATIC MODE AND FROM THE CONSTRUCTION OF THE 
BASE LAYERS ABOVE. 

7. A TACK COAT IS TO BE APPLIED BETWEEN THE AC14HF & AC20 AT
AN APPLICATION RATE OF 0.3 I/m'. 

8. A TACK COAT IS TO BE APPLIED BETWEEN THE AC20 & SMA10 AT 
AN APPLICATION RATE OF 0.3 1/m'. 

9. FOR A SUBGRADE CBR < 3.5 MITIGATION TREATMENT TO BE 
DIRECTED BY THE GEOTECHNICAL DESIGNER. 
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GRADE 3/5 CHIP SEAL, GRADE 
6 RESEAL AFTER t 2 MONTHS 

100mm TNZ M/ 4 AP40 

100mm WHAP40 

300mm SIL 

SG CSR 3.5 

• F R A SUBGRADE CBR < 3.5 MITIGATION TREATMENT TONOTES. 
B� DIRECTED BY THE GEOTECHNICAL DESIGNER. 

GRADE 3/5 CHIP SEAL. GRADE 
6 RESEAL AFTER 1 2 MONTHS 

100mm TNZ M/4 AP40 

·e,.;..,,,..c,��,--- 300mm SIL 

l������WJVJVJVN/� 
SG CBR 3.5 

� 
• A SUBGRADE CBR < 3.5 MITIGATION TREATMENT TO NOTES. 

��
R

DIRECTED BY THE GEOTECHNICAL DESIGNER . 

�-----Gs MEMBRANE@ 1.0/m' 

40mm SMA 

100mm AC20 

50mm AC14 HF 

X.•t---+s---- 150mm WHAP40 

SG 

. � .. , .... �:· .... ................. ···, .. ··•, .. '.,,:·:.,, 

T���w� 
�����A 

1B3 & A31 

GRADE 3/5 CHIP SEAL. GRADE 
6 RESEAL AFTER 1 2 MONTHS 

150mm TNZ M/ 4 AP40 

SG CBR 3.5 

FOR A SUBGRADE CBR < 3.5 MITIGATION TREATMENT NOTES: 1. 
TO BE DIRECTED BY THE GEOTECHNICAL DESIGNER 

2. IF SUBGRADE CBR � 5 REPLACE 200mm WHAP65 WITH 
t 00mm WHAP40. 

3 FOR A3 PAVEMENT 
/ • •PLACE 25mm OF DG7 ASPHALT ON THE GRADE 3 5 

• g��r�F DGl AREAS TO BE KEYED-IN BY MILLING 
& HEAVY TACK & BLIND. 

GR 3/5 FIRST COAT SEAL @ 
2.0 1/m2 (RESEAL @ 12 
MONTHS) GR5 @ 1.5 1/m' 

BOND COAT 

ISAC-PI 
!LOCAL ROADS BRIDGE SURFACING DETAIL!

J! 
0� 

;S� 
�=� � 
1� 

ii 
�8 

:R -� i 

NOTES: 1. A TACK COAT IS TO BE APPLIED BEJVtEEN THE AC14HF & AC20 
AT AN APPLICATION RATE OF 0.3 1/m · 

2. A TACK COAT IS TO BE APPLIED BEJVtEEN THE AC20 & SMA10 
AT AN APPLICATION RATE OF 0.3 1/m · 

3. AC14 HF NOT TO BE TRAFFICKED EXCEPT FOR CONSTRUCTION OF 
AC20 LAYER. 

t�l __________________ r-r,-T--7r==I==s-----;;;;--7---,,�iiiiiiif ___ lrii�i:---r=�--------1==����������;�����$��;�;.���=� 

1!::, 

!�tI=====---------t-+---t-t-----t-==t=�1-To-b-�0.!..._7 
L _ _:_w�A=IKA�T�O �E�x_PR_ E_s_s_w_A_Y:_ T_A_M_

A_H_E_R E __ 1o_Tc

1-

A

�
M
�
B
�

R-
_
10
-=._

G
-=._
E
�

s

�
E�c

�
�T
-
1mo
_T

N 
_
_ 
Tc_�_w.7� 

•a 

URS 
="' AS-BUILT 

l• 
�•• 

/'\I PAVEMENT TYPES •••• 
a §er===--------------+-+-+_-_-

-
-
l-

� 
_

-
_

-
_

-
_

-
_

- __.t:--==j=-=-=-=-=-,= L---���������!...._------=----1-
"7 ����PORT AGENCY 

LOCAL R OADS Drawing Number 

1 

]!.�i�l���:���������������������!lli���!!!

1

�

0

.o�

s

-�

1s

�:'.;;;�gg'.:g�:��L���--==�
""

:::__�����•��
'-

�•�
c
:'.:

A
:
1A
'.::_J_ 

___ -,;-;;;;:::;;.;;;;;:;,J..;-,:;:;;;;;,.:;;c.:;;;;s;HE�ET�1�0�F�1;;;;;;.:;;;;--;;;;-::;;;-::;;;"::;;c"-:-1;;;1s;;;-,.o;-or.:1-:a:r';;;;;;;;-o 

• ="" 
TU � � ..... , .. , 

' ' � -� � '" •-•� �-· 

Approved for Issue 

ii 01 AS-BUILT 
1 1 .12.15 �O,--ri-gin-a,--1 =s;-,e-

A1
----i 

© Oocurncnt copyfight of HES Construction Limited and its pfojcct consultants 2013 an may oo Y 

.g � AB AS-BUILT 

Dote .!!! .Z Rev R�i!ion Description 

,= 15 U·\CAO\CAMBRIOOE-ASBUILT\201?-08\0wgs\C-1I5-001_007 .dwg 

Rele
as

ed
 un

de
r th

e O
ffic

ial
 In

for
mati

on
 Act 

19
82




