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SCHEDULE OF SPECIFIC JOB REQUIREMENTS FOR TRAFFIC MANAGEMENT AND SAFETY 
To be included in contract documents. 
Contract number       
Contract name       
Operational requirements  
1. Level of temporary traffic management  
 The temporary traffic management must be to: (delete those that do not apply)  
 • Level LV  
 • Level 1  
 • Level 2  
 • Level 3  

2. Hours of work 

 

The contractor must programme work to ensure that contract activities affecting traffic flow are not carried out on-site between the 
hours specified below, Monday to Friday inclusive. 
No work other than emergency or maintenance work must be undertaken on weekends without prior approval of the 
engineer. Hours/days when work is prohibited or restricted. 

  
3.  Project specific conditions  

  

4. Excessive traffic delays 

 
The steps outlined in the traffic management plan to deal with excessive traffic delays must be implemented once the traffic delay 
exceeds       minutes. The contractor is responsible for monitoring of traffic delay. 

5. Advice to other parties 
 Public notification is not required/is required. If required, the details are: 

 Parties with access affected 

 

6. Temporary traffic management 
 Temporary traffic management must conform to the CoPTTM. 

 

7. Condition of road surface 
 Deduction made for temporary road not being sealed and maintained for greater  

 than       days at $       calendar day 

8. Basis of payment 

 Payment must be in accordance with: 

 • lump sum $        
 • daily rate $       per 24 hours 

 • provisional 
sum $       per 24 hours 

9. Positive traffic management - specific requirements 

       
 


