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Provide information on watercutting to protect roads from flushing.

Waka Kotahi NZ Transport Agency’s response:

The annual high speed inspection of the highways includes measurement of texture and
intervals in both directions. The results are analysed against the requirements of Specifi
not meeting T/10 are investigated and programmed for appropriate intervention.

re
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There are a number of strategies for treating the site depending on the reason re loss or skid
values. Watercutting is one treatment option for flushing (texture loss). st@uccessful over winter with
the cooler road temperatures, watercutting can be successfully cemple any time. Other innovations,

sin seals to inhibit the effects of
i he reseal programme using

Some care is needed around the use of waterGuitti orly-performed watercutting can lead to a loss of
waterproofing and initiate the formation of potho

Ultimately, flushing is the outcome of the end af lifé\of a surfacing through multiple layers of seal coats. These
sites are included in the renewals prog 2habilitation or recycling processes that reset the seal coats
to a first coat seal. Waka Kotahi h Isobeen developing predictive modelling software to assist with

determining when a site will reaéh,1m xture to better anticipate flushing issues.

There are six individual a plying watercutting on road surfaces. These companies are sub-
contracted through the/mainteglance contracts. Depending on the size of the programme, more than one
supplier may be ¢ Kotahi does not have direct knowledge of the number of individual
watercutting units o by each sub-contractor at present, however an informal survey of the companies in
2017 indicated trucks with one or more different sized cutting heads available.

cutting completed over recent financial years are:
- $5.710M (501,029m3)
021/22 - $5.927M (734,408m?)
20/21 - $6.897M (794,079m?)
e 2019/20 - $5.084M (666,515m?)


https://www.nzta.govt.nz/assets/resources/skid-resistance-investigation-treatment-selection/docs/T10-skid-resistance-investigation-treatment-selection-201306.pdf
https://www.nzta.govt.nz/resources/19-05-treatment-of-flush-and-bleeding-road-surfaces/



